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Products:  ELECTROPAD 
Approval:              AS 1530.4/AS4072 
BK:                          1 
Ref:                         35084000 
ID:                           29/30 
 

Scenario:  Electrical socket and metal back  
  box fitted through gypsum fire wall.   
   

Penetrations: Electrical socket metal back box.  
 

Construction:   13mm type F plasterboard fixed  

  to both sides of studwork. 
   

Fire Integrity:  60 minutes 
Insulation:            60 minutes 
 
 
 
The fire performance of any system can vary due to such 

factors as size of opening, substrate, if penetrations are 

passing through, type, size and number - please refer to 

Ryanfire technical department for  detailed and specific fire 

performance information 

INSTALLATION INSTRUCTIONS 

1. ENSURE ELECTRICAL SERVICES ARE ISOLATED PRIOR 
TO ANY WORKS BEING UNDERTAKEN. 

2. REMOVE ELECTRICAL FACE PLATE. 

3. ENSURE WITHIN APERTURE IS CLEAN AND FREE OF   
DEBRIS, LOOSE CEMENT, AND REMOVE ALL DUST 
FROM SURFACES REQUIRING INSTALLATION.   

4. SELECT ELECTROPAD TO FIT WITHIN ELECTRICAL BACK 
BOX. 

5. APPLY INTUMASTIC TO BACK OF ELECTRICAL BOX TO 
ENABLE ELECTROPAD PAD TO BE ADHERED IN PLACE, 
AND FIRMLY COMPRESS ELECTROPAD TO BACK OF 
ELECTRICAL BOX.  

6. FILL ALL GAPS BETWEEN THE PLASTERBOARD      
OPENING AND ELECTRICAL BOX WITH INTUMASTIC.  

7. REMOVE EXCESS INTUMASTIC USING A DAMP CLOTH. 

8. REFIT ELECTRICAL FACE PLATE. 
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